Introduction
With the increasing prices of Oil and the ever reducing supplies of Petroleum, it is necessary to look towards new solutions for transport purposes. Electric vehicles will undoubtedly be the solution. Till then, there is need for optimum use of current technology as well as resources. Global warming is another problem which is caused largely due to the harmful emissions from the exhausts of automobiles. The pollutants exhausted from the I.C. engines have an effect on the atmosphere causing issues such as smog, acid rain, global warming, respiratory hazards etc. Non-stoichiometric combustion, separation of nitrogen and impurities in the air fuel mixture cause these emissions The higher amounts of emissions include unburnt Hydrocarbons (HC), Nitrogen Oxides (NOx), Oxides of Sulphur, oxides of Carbon, and soot. These pollutants can be treated in many ways. Two of the eminent ways are -treatment in-cylinder and post treatment or treatment out-cylinder. Treatment inside the cylinder will be focused on throughout the course of the project. This will be achieved by a process called Water Injection
II.
Factors Affecting Engine Performance 2.1 Intake Air Temperature  Intake Temperature is the temperature of the air charge inducted into the intake manifold.  Higher intake temperature consists of air which is less dense.  Lower temperature air is denser -containing more oxygen for combustion.  Intake Temp for Naturally Aspirated Engine: 25° -30°Intake Temp for Forced Induction Engine: 55° -60° (After Intercooling) 2.2 Air-Fuel Ratio  Air Fuel Ratio is the instantaneous ratio of the amount of charge air to the amount of fuel to be ignited.  It is classified Into 3 distinct zones -lean, stoichiometric (Idling) & power.  Changing the air-fuel ratio will directly have an effect on the amount of fuel an engine requires to produce the same work.
Engine Speed
 Engine speed is the speed at which the crankshaft of the engine rotates.  Engine speed directly affects fuel efficiency & emissions.  High engine speed reduces the time for the combustion of fuel, and leads to high temperature.  Injecting water into the intake manifold reduces the charge temperature.  Water Injection is currently used in higher speed engines mainly for power increase.  Also, knocking phenomenon is observed due to formation of hot-spots inside the combustion chamber.  By maintaining a lower temperature, hotspot formation can be avoided, thereby preventing knocking phenomenon.  Higher engine speeds can be avoided as the engine can produce the same work & operate more efficiently at a lower speed.
Working Temperature

Heat Losses
 The overall efficiency of an IC Engine is in the range of 35 -45%  The remaining energy is lost in the form of heat losses.  Heat is lost to the cylinder walls, exhaust manifold, piping, etc.  The water entering the combustion chamber will interact the walls of the engine and absorb the heat energy from it.
III. Literature Review
Extensive research work has been carried out in the field of water injection in an internal combustion engine. The current project is a cumulative work of these research papers in combination to reduce the overall emissions Busuttil et al. [1] experimentally investigated the optimum quantity of water to be injected for a particular engine. The experimentation was done using a combination of injectors and a specially designed circuit Breda et al. [2] investigated using CFD analysis the solutions to increase the knock resistance. Methanol, water or a combination of both is added to the intake manifold to maintain the knock resistance. 87Ma et al. [3] observed that introducing Intake Manifold Water Injection has positive effects on mainly three parameters namely-Chemical Effect, Dilution Effect and Thermal Effect Boretti [4] found that Injection of water upstream proved effective in reducing the temperature of gases and at the entry of engine which resulted in increasing power densities and better fuel efficiencies for same temperature of turbocharger Daggart et al. [5] along with Rolls Royce Corporation and Boeing Company has been working with NASA to study the effects of water injection in an aircraft turbine engine .Various types of water injection techniques were implemented and investigated Roumeliotis et al. [6] investigated the results of water injection in an internal combustion engine in old internal combustion engines to improve their overall performance Totala [7] found that introducing 50 50 % mixture of methanol and water reduces the CO and HC emissions by 8.8% and 22.8% respectively Bernie et al. [9] performed 3D CFD analysis to analyze the overall knock resistance in an IC engine and analyze the overall water/fuel mixture required.
IV. Classification
Emulsion
The Emulsion system consists of two immiscible liquids, one being finely dispersed into the other. For all water/diesel duel emulsions, fine droplets of water are dispersed continuously in the diesel fuel. Such type of emulsion method is called as "water-in-fuel". If the opposite configuration i.e. if fuel mist is mixed in continuous water phase, there would be high probability of water contacting the liner surface inside the cylinder and other metal parts which may cause corrosion and leading to engine problems. Use of water-fuel emulsion for running engine makes it viable to cut the NO x up to 50%, where the quantity of water required for each percentage reduction in NO x is about one percent. The delivery capacity of the system limits the water emulsion application. Without making any engine modifications (e.g. using substitute fuel in current engines), the amount of NO x reduction and the maximum amount of water emulsified is limited to around 10-20%. Even after achieving the calculated conditions, the engine may not produce its rated power and run at a derated condition
In-Cylinder Injection
In-cylinder water injection relies on a injection system which is fully independent and preferably controlled electronically. This process allows large amounts of water to be injected without having to derate the engine. The 
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Fig. 1: Emulsion type of Water Injection
freedom to shut the water injection off or switch on, as required, without having an effect on engine reliability, is granted. Direct water injection requires careful optimization with respect to the timing of injection, water flow rate, emissions etc. parameters. NO x reductions as much as emulsion systems can be achieved due to the flexibility of the optimizing parameters, even though the water is not introduced directly into the area of the diesel flame as the integral spray part. Though the PM emissions, if any, cannot match the emulsion systems. The water injection systems for different engines require complex development works, thus making this approach more suitable for OEM applications instead of retrofit applications. 
Fumigation
The process of introduction of water mist into the air intake is called as Fumigation and is the simplest method of water addition. In this method the control over injection parameters like spatial co-ordinates and timing is limited. Due to this, the NO x reductions tend to be lower as compared to in-cylinder injection and emulsion method. The NO x reduction in fumigation is generally around 10% per 20% water added to the fuel. Incomplete evaporation of water in fumigation may cause the water to impinge on the walls of the cylinder causing the lube oil film to damage and cause engine damage. Thus fumigation of water vapor rather than liquid is considered safer. The generation of the required water vapor can be done using the waste engine heat e.g. heat from exhaust gases, compressed air charge etc. Other option is to use steam, which is applicable for certain stationary operations The processor reads and analyses the temperature input from the temperature sensor and the Tachometer. When the set threshold inputs are met, the processor activates the water pump and the injector and deactivates them when the ideal input values are achieved. A manual override switch is also given for safety reasons. Fig.5 and Fig. 6 , the following result was established.
VI. Analytical Analysis
With increasing amount of water in the intake manifold, the subsequent intake air temperature reduces up to the optimum water spray rate i.e. 0.039ml/min as shown in Fig. 6 . Beyond the optimum point, the slope of the graph reduces drastically. Also from Fig.5 it can be seen that a liner relationship can be drawn between the NO x emissions and the quantity of water injected. With increasing amount of water injected, the NO x emissions reduce linearly to approximately 9% of its original quantity. 
Experimental Study on the Effect of Water Injection in an Internal Combustion Engine
VIII. Conclusion
Thus, the preliminary conclusion is that 0.0363 ml of water must be injected in the engine per cycle for complete vaporization. This value will help in selecting the pump and injectors of the appropriate specifications. This is the amount of water to be injected in order to cool the intake charge to 30°C.
